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CONSTRUCTION JOINT - PER MAG SECTION 301.

1" DEEP OR FORMED
SEPARATELY SECTION A-A

MAG DET 220, TYPE "A"
MATCH GUTTER FLOW LINE

NOTES:
. ALL CONCRETE TO BE CLASS "B", MAG

SECTION 725.

2. ALL RAMPS AND DETECTABLE WARNING

SHALL BE ALIGNED IN THE DIRECTION
OF PEDESTRIAN TRAVEL AND DIRECTED
TOWARD RAMP ON THE OPPOSITE SIDE
OF STREET.

. 5 MINIMUM MEASURED RADIALLY FROM

BACK OF CURB TO THE FACE OF RAMP
CURB.

. WHEN A CONCRETE APRON EXISTS THE

SAWCUT MAY BE MADE IN THE APRON
2' FROM BACK OF EXISTING CURB.

. SEE PLANS FOR LOCATION OF SIDE—

WALK RAMP CENTERLINE.

. MINIMUM 4’ LONG LEVEL AREA REQUIRED

BETWEEN RAMPS,

. CURB HEIGHT MAY BE DECREASED TO

4" FOR SPACE LIMITED AREAS PROVIDED
THE RAMP SLOPE IS A MAXIMUM 12:1
AND THE MINIMUM 4’ LONG LEVEL AREA
BETWEEN RAMPS IS MAINTAINED.

. PROVIDE 10" MAXIMUM TO FACE OF ANY

EXISTING PEDESTRIAN PUSH BUTTON.
RAMP CURB AND LANDING MAY NEED
TO BE EXTENDED AROUND POLE TO

PROVIDE ACCESS TO PUSH BUTTON.

. EACH RAMP RETROFIT REQUIRES A SITE

SPECIFIC ASSESSMENT AND FIELD RE-
VIEW BY THE DESIGN ENGINEER TO
ENSURE FUNCTIONAL DESIGN,

LEGEND

RAMP CONTROL POINT
(TYP.) SEE PLANS

12:1 MAXIMUM SLOPE,
15:1 DESIRED SLOPE

2% MAXIMUM SLOPE,
1.5% MINIMUM SLOPE

SIDEWALK RAMP PAYMENT LIMITS AND
HEAVY ROUGH BROOM FINISH LIMITS
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